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TAPE EDITING PUNCH 

MODEL 302-MODEL 302AF FOR ADVANCE FEED TAPE 

The C A C Model 302 Tape Editing Punch. 

For any level tape and edge punched cards. 

Model 302 AF for Advance feed tape. 

Hardened steel, precision ground die set with comfortable hand held stylus results in a 
clean character hole. 

Sprocket hole size guide pins accurately position tape under punch character line. 
Hardened and ground steel knife allows for cutting tape precisely between characters. 

A single line or a block of characters may be prepared for insertion anywhere in the tape. 
A ribbed rubber base protects desk or console and prevents instrument from sliding when 
used on a smooth surface. 

This is a very fine precision made instrument. 

$79.50 with knife $63.50 without knife 
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CAC SPLICER 

MOD 5 01 - A F FOR 6 CHANNEL ADVANCED FEED - MOD 501-LV: OLIVETTI TAPE SPLICER 
MOD 501-P PAPER ONLY 501-M MYLAR ONLY 501-PM BOTH PAPER AND MYLAR 

Designed for paper "Model P," mylar "Model M," perforated tapes. "Model 
MP" allows for the intermixing of these tapes. Edge punched cards "Model EP" 
and magnetic tape splicer "Model MG" complete the line of stock splicers. 

Uses a prepunched 1.5 mil thermoplastic coated mylar tape for the splice. 
.05 mil splicing mylar available for magnetic tape. 

Any level punched tape, chad or chadless, quickly, safely, and permanently 
spliced without loss of code. 

A non-perforated (XF) splicing material is used for editing. 

No special training required—used by any number of office personnel. 
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MAGNETIC TAPE SPLICER 

MODEL 501-MG 


CAC Splicer, Model 501-MG, splices 
all widths of magnetic tape smoothly and 
accurately without compression or dis¬ 
tortion of the oxide surface. No meters, 
knobs, or rollers necessary-Nocritical 
dwell time. 
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TAPE EDITING PUNCH 

MODEL 301 - MODEL 301AF FOR ADVANCE FEED TAPE 


The C A C Mod 301 Tape Editing Punch. 

For any level tape and edge punched cards. 

Mod 301 AF for Advance feed tape. 

Hardened steel, precision ground die set with comfortable hand held stylus results in a 
clean character hole. 

Sprocket hole size guide pins accurately position tape under punch character line. 
Hardened and ground steel knife allows for cutting tape precisely between characters. 

A single line or a block of characters may be prepared for insertion anywhere in the tape. 
A ribbed rubber base protects desk or console and prevents instrument from sliding when 
used on a smooth surface. 

A very handy device when used with a C A C splicer. 

$59.50 with knife $44.50 without knife 
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WINDER 

MODEL 204 


specifications 


Base - 6" X 8" 
Height - 6" 

Weight - 9-3/4 lbs. 

150 Watts Total Power 
Grey Wrinkle Finish 


features 

Variable Speed Control 

Adjustable Slip Clutch in Hub Allows 
for High Speed or Intermittent 
Wind Without Tape Tearing 

Portable 
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REPLACED BY 204 
Added Features 
AUTOMATIC START - STOP 




WINDER 


MODEL 204-A 


specifications 

Base - 6" X 8" 
Height - 6” 

Weight - 10 lbs. 

150 Watts Total Power 
Grey Wrinkle Finish 


features 

Speed of Wind Controlled by Tape Tension 
Any Width Tape - Paper - Magnetic - Mylar 
Any Diameter of Hub - See Adapter Schedule 
Any Size Reel 
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REWINDER 

MODEL 405 


specifications 


features 


optional 


Length of Arm - 10" 
Base Size - 6" X 11" 
Height - 10" 

Weight - 12 lbs. 

100 Watts Total Power 
Rugged Cast Aluminum 
Housing 

Grey Wrinkle Finish 


Variable Speed Control 
Tensioning Control on 
Feed Reel 
No Maintenance 
Required 

Any Width Tape Can 
Be Rewound 
Simple to Operate 


21" Arm with Tape Guides 
MODEL 405-L 
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ACORN 

NUT 


ADAPTER "C" 

USED WITH HUB "R" 

TO ACCOMMODATE 
NARTB REELS 

NARTB REELS. 

SPECIFY WIDTH OF 
HALF REEL USED 

ADAPTER "CN" AVAIL¬ 
ABLE WITH GUIDE PIN & 
LOCKING DETENTS AS 
SHOWN IN HUB "N" 

BACK VIEW 


ADAPTER ”B” 

USED TO ACCOMMODATE 
2” I. D. PAPER CORES 




BACK PLATE 
#BP1 - 3-1/2” Diam 
#BP2 - 8” Diam 
#BP3 - 10” Diam 
#BP4 - 10-1/2” Diam 


ADAPTER”A” 

USED TO ACCOMMODATE 
FERRANTI REELS 


ADAPTER "BF” 

USED WITH BURROUGHS HALF REEL TO EQUAL FRIEDEN REEL 

SLIP RING SHOULD BE USED WITH ADAPTER ”BF” TO 
FACILITATE REMOVAL OF WOUND TAPE 

SLIP RINGS ARE AVAILABLE FOR BURROUGHS HALF REELS 
AND FOR ”C-SR” REELS AND MOST ALL REELS. 



FRONT PLATE 
#FP1 - 3-1/2” Diam 
#FP2 - 8” Diam 
#FP3 - 10” Diam 
#FP4 - 10-1/2” Diam 


C-SR 
Split Reel 
One Inch 
Hub 

Available also 
in Three Inch 
Hubs 


MAY, 1965 




WINDER 


REWINDER 


204 $110.00 



204-AS 165.00 

405 153.00 

405-L 173.00 


BP-i, : 

$ 5.00 

FP-1, $ 

5.00 

HUB NCR 

- $19.00 

BP-2, 

9.00 

FP-2, 

9.00 

HUB R 

- 22.00 

BP-3, 

11.00 

FP-3, 

11.00 

N 

- 22.00 

BP-4, 

13.50 

FP-4, 

13.50 

LOCK NUT 

- 12.50 

ADAPTERS: 

A - 

13.50 

C - 

SR REELS 



B - 

11.50 





C - 

16.50 

CSR - 3- 

1/2 27.50 



CN - 

22.00 

CSR - 8 

37.50 



BF - 

12.50 

CSR - 10 

45.00 



SLIP 

RINGS: 

-$2.50 
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cac computer accessories corporation 


k»x 353 * huntingt«n, new 


READERS 


SPLICERS 


WINDERS 


REWINDERS 


September 24, 1965 


Mr. T. H. Nelson 
Systems Consultant 
Box 1546 

Poughkeepsie, N. Y. 12603 
Dear S' r; 

Enclosed you will find literature on our Splicers, Winders 
and Rewinders. All prices are listed on the last page of 
each Brochure. 

Shipments can be made within twenty-four to fourty-eight 
hours after receipt of purchase order, f.o.b. Huntington, 
New York. Terms are 2% 10 Days/Net 30 Days. 

We appreciate your interest in our products and hope that 
we may have the pleasure of serving you. 

Very truly yours, 

COMPUTER ACCESSORIES CORPORATION 



General Manager 
Enclosure 


y«rk 


REELS 


Telephone 421-0929 
Area Code 516 





